












Haul-off devices

Extrusion line up

Pipe extrusion systems

Specification for supply water pipe & gaseous pipe extrusion

Single screw extruders

Extrusion base die (Die head)

Vacuum calibrators

Cooling bathes

Cutting saw devices

* Performance data depending on pipe dimension and material type

Product range

Max. Output 
(kg/h)

Model

Max. Output 
(kg/h)

Screw diameter 
(mm)

Installed driving 
rating (kw)

Model

Pipe diameter 
range (mm)

Max. throughput 
rate (kg/h)

Model

Pipe diameter 
range (mm)

Model

Pipe diameter 
range (mm)

16-50 50-160 90-315 90-450 200-630 315-1000 400-1200

200 300 500 800 1000 1300 1300

EX-45/32 EX-50/30 EX-70/30 EX-80/30 EX-90/30 EX-90/32 EX-120/32 EX-150/32

150 200 250 300 500 800 1000 1300

45 50 70 80 90 90 120 150

55 45-55 55-75 75-90 110-132 185 257 257-295

PO-50 PO-160 PO-315 PO-450 PO-630 PO-1000 PO-1200

16-50 50-160 90-315 90-450 200-630 315-1000 400-1200

250 400 600 900 1200 1500 1800

VT-50/6 VT-160/6 VT-315/9 VT-450/9 VT-630/9 VT-1000/6 VT-1200/6

16-50 50-160 90-315 90-450 200-630 315-1000 400-1200

CB-50/6 CB-160/6 CB-315/6 CB-450/6 CB-630/6 CB-1000/6 CB-1200/6

16-50 50-160 90-315 90-450 200-630 315-1000 400-1200

Model

Pipe diameter 
range (mm)

Max. Haul-off
speed  ( m/min)

HO-50/2B HO-
160/2C

HO-
200/3C

HO-
315/4C

HO-
450/4C

HO-
630/6C

HO-
1000/8C

HO-
1200/10C

16-50 50-160 50-200 90-315 90-450 200-630 315-1000 400-1200

40 8 8 5 5 3 2 1

Model

Pipe diameter 
range (mm)

CS-32/S CS-50/K CS-160/DS CS-315/PK CS-450/PK CS-630/PC CS-
1000/PC

CS-
1200/PC

16-32 16-50 50-160 90-315 90-450 200-630 315-1000 400-1200


