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YL6500 GC | Gas Chromatograph
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;_ + Inlet : Packed / Capillary / On-column
—_—— » Oven : Amb. + 4 to 450 °C (option : Cryogenic)

+ Detector : FID/TCD/ECD/PDD/FPD/NPD/u-TCD
 Valve : Air / u-Electronic Actuator

u-Electronic Actuator

YL6900 GC/MS | Gas Chromatograph / Mass Selective Detector

» Foreline pump 2! Turbo Pump 7| 22275, 240, 300 L/sec) - 40 ~ 60 Torre| QHA & N3 1& F4|
. 0L A0l EME 2|5t Dual Filament System
» 2| M9 24 2 A3 A= IDL(Instrument Detection Limit) < 10 fg

YL6900 GC/MS Specifications

lon Source CEl/C

Mass Range 1~1,200 amu

Resolution 0.7 amu

Electron Energy  0-240eV

Max Scan Rate 20,000 amu/s

Mass Stability - 0.1 amu/48 h

lon Source Temperature up to 350 °C

Transfer Line Temperature up to 400 "C

Turbo Pump 75, 240, 300 L/sec

Sample Inlet GC interface/DIP

Signal to Noise Ratio (1 uL of 1 pg/uL OFN, SIM) 1,500 : 1 and more at 240 L/sec
Instrument Detection Limit(IDL)

(splitless injections, 100 fg OFN, m/z 272) SIGganEditSeC

Power Supply 220V 10 %, 50/60 Hz

Weight 48 kg

Dimensions 350 x 650 x 500 mm(W xD x H)
CDS ~ YL-Clarity for GC/MS
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YL3050A \ YL3100A \ YL3000A | YL3200A

Operation Rotating y o
e Ea Rack-Turret | Tray in-out and Turret
Sample Vial PO T ) 209
(2 mL) 18-position | 15-position | -position -position
Washing Vial | 4 (2 mL) | 6 (10 mL)
User ' Keypad/ | Touch Screen /
: Interface Software Software Software
YL3050A Liquid YL3100A Liquid YL3000A Liguid YL3200A Premium Dual
Autosampler Autoinjector Autosampler Liquid Autosampler 5. — O
Injection
— 2 ]
| TN T ai YL2000H ‘ YL2100H
Sample capacity 42 vials, 20 mL 14 vials, 20 mL
Oven position 6 | 1
Oven temperature 40~170°C | 40 ~ 150 °C
' g _ L J | T Touch Screen / Keypad /
%h_/ AN/ Software Software
gﬁ o == -w? - '
Versa HT3 il | o
Headspace Static and Dynamic YL2800T All in One  YL2000H Headspace YL2100H Headspace
Sampler Headspace System Autosampler Autosampler Autoinjector

Staric & Dynamic Headspace Autosampler (Only ONE in World Wide)
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