CAT No.C-302-a

INSET UNIDIRECTIONAL HIGH INTENSITY LIGHT

IHD-RTZL : RUNWAY TOUCHDOWN ZONE LIGHT(PROTRUSION:6mm)
IMC-STBL : STOP BAR LIGHT(PROTRUSION:6mm)
IMC-RGL : RUNWAY GUARD LIGHT(PROTRUSION:6mm)

Compliance with standards

ICAO : Annex14 Para 5.3.13/14/20

IEC :61827

FAA : AC 150/5345-46, L-850B/852S,G
KS :KS W 5011(Korean Standard)

2 é The IHD/IMC range of lights has been developed using the latest
e technology available. It is part of a complete range of inset lights covering
all the current applications of airfield lighting. This range uses a common
4 casting and light bulbs for many applications such as runway centerline,
{\ — - runway touch-down zone, stop bar and runway guard light.

Features

» Low protrusion above the ground (only 6 mm)
« Body casting made of aluminium alloy for lightness,
mechanical strength and durability
« Environmental friendly materials
« Prism mounted to the upper cover with use of replaceable gaskets to
facilitate prism replacement by maintenance personnel without sealant
« Smooth sloped upper surface
« Only one lamp type for all applications
« Long lamp life 1000 hours at full brilliancy
« Direct mounting on 8 shallow base with only two screws
« Mounting on standard 12 ” shallow base & deep base
through specific aluminium adaptor ring
+ Valve for waterlightness testing after maintenance

YOUYANG

AIRPORT LIGHTING EQUIPMENT INC.
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1. Upper cover

6. Bolt

INSET UNIDIRECTIONAL HIGH INTENSITY LIGHT

Unit:mm

Plate washer
. Lamp mounting
& filter support braket
. Filter
MR16 Gasket
Halogen lamp
. Silicone tube
Cable gland
. Two pole cable
with plug
Bolt
Spring washer
. Lamp bracket
. Lower cover
. Bolt
Plate wahser
. Spring washer
26."0"ring

2. Gasket 7. Spring washer  27. Air check valve
3. Prism 8."0"ring 28. Helicoil
4. Gasket 9. Balt 29. Adaptor ring

5. Prism stopper

10. Spring washer ~ 30. Point pin
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Typical Mounting System
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» Runway Touchdown Zone Light
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-Yellow X0.6001, ¥:0.3950

B ICAO | Avera
ge
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White 2-9° +5° 48Wx1 | 5,000cd | 5,495cd
# Chromaticity
-White X.0.4189, Y:0.3988
» Stop Bar Light
Angle
ICAO | Average
Color v H s Intensity | Intensity
Red 1-8° +10° 48Wx1 200cd 266¢d
 Chromaticity
-Red X:0,6980, Y:0.2988
» Runway Guard Light
Angle
ICAO | Average
e v H ELary Intensity | Intensity
Yellow 1-8° +10° 48Wx1 200cd 542cd
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Photometric Performance
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See view X-X Detall A

Measure tolerance from this edge

NOTE: Tolerance is

- from outside edge of
——* fixture to top of pavement
f at edge of fixture,

Unit:m




IHD/IMC

INSET UNIDIRECTIONAL HIGH INTENSITY LIGHT

Ordering Code

1 [H]iol[RT[z]L (1) [ofla]l8 |1

Model Name IHD-RTZL  IMC-STBL/RGL
Size 1:87 2.12”7

Lamp Wattage 048-6.6A 48W(MR-16)

Lamp Quantity 1:48Wx1 2: 48Wx2

ofla-{1-y

No.of Leads 1or2

Light Color 01:White 02 Yellow 03:Red

Beam Orientation L:Left C:Center R:Right

Model Name ltem Specification
IHD - RTZL/B223402(216) Runway Touchdown Zone Light 6.6A 48W White
IMC - STBL Stap Bar Light 6.6A 48W Red
IMC - RGL Runway Guard Light 6.6A 48W Yellow

Description Specification Ordering code
Upper Cover Runway Touchdown Zone Light 2130200
Stop Bar Light 2130201
Runway Guard Light Z130201
Lower Cover Runway Touchdown Zone Light 2141210
Stop Bar Light 2141210
Runway Guard Light Z141210
Prism Runway Touchdown Zone Light 141-004A
Stop Bar Light 141-004B
Runway Guard Light 141-004B
Color Filter Red 143-051A
Yellow 143-052A
Lamp 6.6A 48W, MR-16 111-227A

[~ YOUYANG

AIRPORT LIGHTING EQUIPMENT INC.
Head Office

738-2, Kwanyang-Dong, Dongan-Ku,
Anyang City, Kyunggi-Do, Korea

Tel : 82-31-422-0021 Fax : 82-31-424-6044
http://iwww.youyang.co.kr

E-mail: youyang @youyang.co.kr
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