CAT. NO: E-100-b

TAXIWAY GUIDANCE SIGN

TGS : TAXIWAY GUIDANCE SIGN

Compliance with standards
ICAO : Annex14 Para 5.4
FAA : AC 150/5345-44

The TGS Taxiway Guidance Sign consists of a frame made in 3mm thick
anodised aluminium profile, powder coated in white, 3mm blank panel in
aluminium and a legend panel in polycarbonate material. This simple
construction makes the TGS lightweight, very sturdy and easy to maintain.
It will operate under the worst environmental conditions.

Each sign is checked for average light output and chromaticity.
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? Features
I e o « Compliance with luminance and colour temperature
\ requirements for day or night use

« Designed for operations in RVR less than 800m Mandatory
—g 0 guidance signs(White on Red Background)

 Location guidance signs(Yellow characters on Black background)
« Destination guidance signs(Black characters on Yellow background)
» Halogen lamps with light transmission tube suited for use in all climates
(from -40°Cto +55°C)
« Distortion-free flat legend panels provide optimal
pilot visibility under all weather conditions
« Modular construction allow for virtually unlimited
double and single face message lengths
o Legend and blank panels easily removable and interchangeable
« Operates under wind velocities up to 200km/h
» Destructive impact test performed according to ICAQ requirements
o Lamp replacement without tools and access from
removable cap on the side panel of the sign
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Components

1. Air vent cover

2. Rear panel

3. Body 10

4. Lamp support a8 2
5. Lighting tube

6. Terminal block 14

7. Support 3
8. Two-pole cable with plug .

9. Sign panel — )

10. Pipe cover (% [ /@C.@

11. Pipe clamp = 4
12. Bolt 15 ; :
13. Spring washer 17 5 y AR 7
14. 2" pipe ’ -

15. Bolt - | =

16. Lighting tube bracket :: [- @" .
17. Reflector 2 TS 7_/
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18. Side fixture f’*ﬁ = T ?
19. Bolt # /

20. Body support 2 -

21. B/K coupling

22. Base plate

Specification
NO Description Specification
1 Lamp 6.6A105W MRO16(Cold mirror reflector halogen lamp)
& Sign Face Palycarbonate Sheet 4t or 6t
3 Color Sheet Retro Reflective Sheet{White, Yellow), Color Sheet(Black)
4 Lighting Tube Polycarbonate Pipe
5 Body Aluminum Profile 3t
6 Rear Panel Aluminum Sheet 2t
7 Leg Aluminum Pipe 4t
8 Pipen Clamp Aluminum Profile 3t
9 Coupling Aluminum Die-casting
10 Flange Aluminum Die-casting
11 Painting Poly-ester Powder Coating
12 Paintihg Color White(Other color: Option)




» Sign Luminance
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Condiion | AverageLuminance(cdin) MANDATORY
Red | Yellow | White RUNWAY IDENTIFICATION HOLDING POSITION NO ENTRY
Visual Hange. 30 150 300
Less than B0Om
== 25-07 [l 25 CAT-II
» Dimension
Inscription Face Installation
Height(mm) Height(mm) | Height(mm)
INFORMATION & LOCATION
300 600 900 DIRECTION LOCATION DESTINATION
400 800 1100
» Sign Color I c l ‘ APRON
. Color
Saction Back Ground | Inscription
Mandator - RUNWAY EXIT RUNWAY VACATED DIRECTION/LOCATION/DIRECTION
Inatueton Red White
Lacation Black Yellow G 2 ﬂ ] — *c E c >
Information Yellow Black C =7
Design & Installation Unit:mm
B 200
[
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Technical Data

Face Height(mm)-A | Face Length{mm)-B Lamp Transformer Face Height{mm)-A | Face Length(mm)-B: Lamp Transformer
800 105Wx2 200Wx1 800 105Wx2 200Wx1
1,000 105Wx2 200Wx1 1,000 105Wx2 200Wx1
1,200 105Wx2 200Wx1 1,200 105Wx2 200Wx1
1,400 105Wx2 200Wx1 1,400 105Wx2 200Wx1
1,600 105Wx2 200Wx1 1,600 105Wx2 200Wx1
1,800 105Wx2 200Wx1 1,800 105Wx2 200Wx1
600 2,000 105Wx2 200Wx1 800 2,000 105Wx2 200Wx1
2,200 105Wx2 200Wx1 2,200 106Wx3 300Wx1
2,400 105Wx2 200Wx1 2,400 105Wx3 300Wx1
2,600 105Wx3 300Wx1 2,600 108Wx3 300Wx1
2,800 105Wx3 300Wx1 2,800 105Wx3 300Wx1
3,000 105Wx3 300Wx1 3,000 108Wx3 300Wx1
3,200 105Wx3 300Wx1 3,200 105Wx3 300Wx1




TGS

TAXIWAY GUIDANCE SIGN

Typical Mounting System Unit:mm
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Ordering Information
Model Name TGS
Type M: Mandalory L: Location
I: Information ~ C: Combined
Height 600 600mm  800: 800mm
Length XXXmm
Description
Model Name Item Specification
TGS Taxiway Guidance Signs Height: 600mm/800mm
Spare Parts
Description Specification Ordering code
Lamp 6.6A 105W(MR-16) 111-224A
Breakable Coupling 54C 411-518A
Flange(A/L plate) 54C 411-520A
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