FLOAT TYPE LEVEL SWITCH

HM-12(10) Series
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HE ArY | Specification

Model HM-10 HM-12S HM-12H HM-12H-Ex HM-12D
Mounting Flange Square Flange
Ll -20°C ~+60°C -20°C ~+80°C | -20°C~+60°C
Temperature
it Max. 100°C Max. 120°C
Temperature
Process 2 E Up to 10kg/cm?
Pressure Up to 10kg/cm? (150#) Up to 20kg/cm? (300#) (150#)
Output Signal 1-SPDT / DPDT 1-SPDT 1-SPDT / DPDT 1-SPDT
Contact AC250V,5A AC250V,10A AC250V,15A AC250V,10A
Rating DC125V,0.5A DC125V,0.5A DC125V,0.5A DC125V, 0.5A

Ex-Proof Weather Proof
Enclosure Weather Proof (IP65) (Exd IIC T4) (IP&5)
Wetted Part
Morenal SUS 316L SUS 316L +B.S
Process 50A JIS 10K RF 40A JIS 10K RF 65A JIS 10K RF 92X 92 (mm)
Connection (std.) (std.) (std.)
Housing " Aluminum
ATl Aluminum +SUS 304 B.S
Cable Entry PF 1/2"(F) PF 3/4" (F) PF 1/2" (F)

Mounting

HM-12H-SP

HM-12H-SP-Ex

HM-12H-L

Flange

HM-12H-L-Ex

Ambient
Temperature

-20°C~+60°C

-20°C ~+80°C

-20°C ~ +60°C

-20°C~+80°C

Process
Temperature

Max. 250°C

Max. 200°C

Max. 120°C

Process
Pressure

Up to 20kg/cm? (300%#)

Output Signal

1_

SPDT

1-SPDT/

DPDT

Contact
Rating

AC250V,3A

AC125V,1A
DC30V, 1A

AC250V,15A
DC125V, 0.5A

AC250V,15A
DC125V, 0.5A

Enclosure

Weather Proof (IP65)

Ex-Proof (Ex d IIC T4)

Weather Proof (IP65)

Ex-Proof (Exd IIC T4)

Wetted Part
Material

SuUS

316L

Process
Connection

65A JIS 10K RF (std.)

80A JIS 10K RF (std.)

Housing
Material

Aluminum + SUS 304

Aluminum

Aluminum + SUS 304

Cable Entry

PF 1/2"(F)
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Q|8 E | Dimension

"
HM-12H HM-12H-Ex

16042 ‘

2455 (MFG. STD.) ‘ 110 2455 (MFG. STD.) ‘ ‘ 13015

N
HM-12S

Level Switch

%_I

1003

185+5 (MFG. STD.) 12815 24015 11015
| I

.
HM-10 External Chamber
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16145 ‘ 8645
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N A
HM-12H-L HM-12H-L-Ex

—~

Lt5 110£10 Lt5

1605 ‘

13015

J .
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HM-12H-SP HM-12H-SP-Ex

HM-12(10) Series

16012 16012

245%5 (MFG. STD.) 235110 245%5 (MFG. STD.) 235110
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X 2 | Application

~
Pump Delivery Pipe Power Supply
N
Power Supply Control Unit
. Lamp [—{T}—
Tank Pump On/Off Tank
Control Unit Buzzer
) Electrically
Driven Pump
)

G
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FLOAT TYPE LEVEL SWITCH

HM-12(10) Series

CteFst APPLICATION
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