FLOAT TYPE LEVEL SWITCH

HM-95 Series
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HE ArY | Specification

Model HM-95 HM-95-Ex HM-95H HM-95H-Ex
Mounting Flange (std.)
Installation Top
Switch Type Micro Switch

Contact Rating

AC 250V 15A, DC 125V 0.5A

AC 250V 15A, DC 125V 0.5A (Max. 200°C)

AC 250V 5A, DC 125V 0.5A (Max. 350°C)

AC 250V 1A,DC 125V
0.4A (Max. 500°C)

Output

1-SPDT/

DPDT

Wetted Part Material

SUS 316L

Process Connection

100A JIS 10K RF / SUS304 (std.)

Enclosure

Weather Proof (IP65)

Ex-Proof
(Exd IIC T4, IP65)

Weather Proof (IP65)

Ex-Proof
(Ex d IIC T4, IP65)

Process Pressure

10kg/cm?®~ 63kg/cm’ (900%#)

HM-95 Series

Process Temperature Max. 120°C Max. 500°C Max. 350°C
Housing Material C.S + Aluminum (std.) Aluminum C.S +Aluminum (std.) Aluminum
Conduit Connection PF 3/4" (F) (std.)
Length 300mm (std.)
Float 94 — more than 0.9 (std.)
Specific Gravity
Float @114 — more than 0.5
Model HM-95V HM-95V-Ex HM-95VH HM-95VH-Ex
Mounting Socket Weld (std.)
Installation Top and Bottom (std.)
Switch Type Micro Switch

Contact Rating

AC 250V 15A, DC 125V 0.5A

AC 250V 15A, DC 125V 0.5A (Max. 200°C)

AC 250V 5A, DC 125V 0.5A (Max. 350°C)

AC 250V 1A,DC 125V
0.4A (Max. 500°C)

Output 1-SPDT/ DPDT
Wetted Part Material SUS 316L
Process Connection SW1"”/CS (std.)

Enclosure

Weather Proof (IP65)

Ex-Proof
(Exd IIC T4, IP65)

Weather Proof (IP65)

Ex-Proof
(Exd IIC T4, IP65)

Process Pressure

Up to 105kg/cm” (1500#)

Process Temperature

Max. 120°C

Max. 500°C

Max. 350°C

Housing Material

C.S+ Aluminum (std.)

Aluminum

C.S +Aluminum (std.)

Aluminum

Conduit Connection

PF 3/4" (F) (std.)

Specific Gravity

more than 0.8
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Q|4 E | Dimension
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Level Switch

Q| | Dimension
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MX|eH | Installation
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FLOAT TYPE LEVEL SWITCH

HM-95 Series

250 2 TERMINAL BLOCK
(OPT. CERAMIC TERMINAL BLOCK)

Process .
Std. Type | Opt. Type R e Contact Rating
o AC 250V, 15A
200°¢ DC125V,0.5A
- AC 250V, 5A
=30 DC 125V,0.5A
Rigess Contact Ratin
Temperature &

68 | Always TheBest Solution HITROL

*AE52 Y

J0l=E 9

@ hitrol@hitrol.com

AC 250V, 1A
DC125V,0.4A
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